FM/AM RECEIVER 


KR-A3O0O60 
INSTRUCTION MANUAL 


KENWOOD CORPORATION 


For your records 


Record the seriai number, found on the back of the unit, in the spaces designated on the warranty 
card, and in the space provided below. Refer to the model and serial numbers whenever you call 
upon your Ceaier for infermation or service on this product. 
Model__.__—————COC—CCOCCC#USe@rrial Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories are put aside so they will not be lost, 
Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, 
notify your dealer immediately. If your unit was shipped to you directly, notify the shipping com- 
pany without delay. Only the consignee (the person or company receiving the unit) can file 4 claim 
against the carrier for shipping damage. : 

We recommend that you retain the original carton and packing materials for use should you trans- 
pert or ship the unit in the future, 


Accessories 


FM indoor antenna (1) AM lIcop antenna 


Caution : Read the pages marked A. carefully to ensure 
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Before applying power _ 


Units are designed for operation as follows. 


U.S.A, Mexico and Canada ...rreessccrcsrmessssssrennnienns 120 V only 
PUSAN vise cttsspastont cman ese AE Only 


Safety precautions — 


WARNING : TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS A 
OR MOISTURE. 


ia stn th adit ak tePiecbe! 


PPLIANCE TO RAIN 


CAUTION CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 
“RISK OF ELECTRIC SHOCK {OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED 


DO NOT OPEN SERVICE PERSONNEL, . 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, |S 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE“ 
WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A 
RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO 
THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE 
LITERATURE ACCOMPANYING THE APPLIANCE. 


For the U.S.A. 


FCC WARNING 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 


unless the modifications are expressly approved in the instruction manual. Tne user could lose the authority to operate this equipment if an 
unauthorized change or modification is made. 


NOTE: 


This equipment has been tested and found to comaly with the limits for a Class B digital device, pursuant to Part 15 of the FCC Ruies. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 


can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following 
measures: 


—- Reorient or relocate the receiving antenna. 

—— Increase the separation between the equioment and receiver. 

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 
— Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 


Note to CATV system installer: 
This reminder is provided to call the CATV system installer’s attention to Article 820-40 of the NEC that provides guidelines for proper 


grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of 
cable entry as practical. 


en ie 


IMPORIANT SAFEGUAR 


J 


Please read all of the safety and operating instructions 
before operating this appliance. Adhere to all warnings an the 
appliance and in the instruction manual. Follow all the safety and 
operatinginstructions. These safety and operating instructions 
should be retained for future reference. 


1. 


Power sources — The appliance should be connected to a 
power supply only of the type described in the instruction 
manual or as marked on the appliance. If you are not sure of 
the type of power supply to your home, consult your appliance 
dealer or local power company. For appliances intended to 
operate from battery power, or other sources, refer to the 
instruction manual, 


Power-cord protection — Power-supply cords should 
be routed so that they are not likely to be walked on or 
pinched by items placed upon or against them, paying 
particular attention to. cords at plugs, convenience 
receptacles, and the point where they exit from the 
appliance. 


Never pull or stretch 
the cord. 


CAUTION - Polarization - This appliance may be 
equipped with a polarized alternating-current line plug {a plug 
having one blade wider than the other). This plug will fitinto the 
power outlet only one way. This is 4 safety feature. If you are 
unable to insert the plug fully into the outlet, try reversing the 
plug. lf the plug should sti!l fail to fit, contact your electrician to 
replace your obsolete outlet. Do not defeat the safety ourpose 
of the polarized plug. 


. Ventilation ~ Slots and openings in the cabinet are provided 


for ventilation and to ensure reliable operation of the appliance 
and to protect it fram overheating, and these openings must 
not be blocked or covered. The appliance should be situated so 
that its location or position does not interfere with its proper 
ventilation. : 

To maintain goad ventilation, do not put records ora table-cloth 
on the appliance, Place the appliance atleast 10 cm away from 
the walls. 

Do not use the appliance on a bed, sofa, rug or similar surface 
that may block tne ventilation openings. This appliance should 
not be placed ina built-in installation such as a bookcase or rack 
unless proper ventilation is provided or the manufaciurer’s 
instructions have béen adhered to. 


. Water and moisture — The appliance should not be 


used near water - for example, neara bathtub, washbowl, 
kitchen sink, laundry tub, in a wet basement, or near a 
swimming pool, etc. 


AY Caution : Readthts page carefully fo ensure 


ate operators 


6. Temperature —- The appliance may not function properly 


if used at extremely low, or freezing temperatures. The 
ideal ambient temperature is above +5°C (41°F). 


. Heat— The appliance should be situated away from heat 


sources such as radiators, heat registers, stoves, or 
other appliances (including amplifiers) that produce heat. 


. Electric shock ~ Care should be taken so that objects do 


not fall and liquid is not spilled into the enclosure 
through openings. If a metal objects, such as a hair pin 
or a needle, comes into contact with the inside of this 


_appliance, a dangerous electric shock may result. For 


families with children, never permit children to put 
anything, especially metal, inside this appliance. 


9. Enclosure removal — Never remove the enclosure. If 


the internal parts are touched accidentally, a serious 
electric shock might occur, 


10.Magnetic fields — Keep the appliance away from sources 


of magnetic fields such as TV sets, speaker systems, 
radios, motorized toys or magnetized objecis. 


11.Cleaning — Unplug this appliance from the wall outlet 


before cleaning. Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to clean 
the cabinet. Use a clean dry cloth. 


12. Accessories — Do not place this appliance on an unstable cart, 


stand, tripod, bracket, or table. The appliance may fall, causing 
serious injury to a child or adult, and serious damage to the 
appliance. Use only with a cart, stand, tripod, bracket, or table 
recommended by the manufacturer, or soid with the appliance. 
Any mounting of the appliance should follow the manufacturer's 
instructions, and should use a mounting accessory 
recommended by the manufacturer. An appliance and cart 
combination should be moved with care. Quick stops, excessive 
force, and uneven surfaces may cause the appliance and cart 
combination to overturn. 


| 


13.Lightning — For added protection for this appliance during a 


lightning storm, or when it is left unattended and unused for 
long periods of time, unplug it from the wall outlet and 
disconnect the antenna or cable system. This will prevent 
damage to the appliance due to lightning and power-line 
surges. 


14.Abnormal smell —- If an abnormal smell or smoke is 


detected, immediately turn the power OFF and unpiug 
the appliance from the wail outlet. Contact your dealer or 
nearest service center. 


g POWER OFF! 


15.Damage requiring service — The appliance shouid be 


serviced by qualified service personnel when: 

A. The power-supply cord or the plug has been damaged. 
B. Objects have fallen, or liquid has been spilled into 
the appliance, - 

C. The appliance has been exposed to rain or water. 
D. The appliance does not appear to operate normally 
by following the instruction manual. Adjust only those controls 
that are covered by the instruction manual as an improper 
adiustment of other controls may result in damage and will 
often require extensive work by a qualified technician to 
restore the appliance to its normal operation. 

E. The appliance has been dropped, or the enclosure 
damaged. 

F. The appliance exhibits a marked change in performance. 


16.Servicing — The user should not attempt to service the 


appliance beyond that described in the instruction 
manual. All other servicing should be referred to qualified 
service personnel. 


17.Qutdoor antenna grounding — |f an outside antenna is 


connected to the appliance, be sure the antenna system 
iS grounded so as to provide some protection against 
voltage surges and built up static charges. Article 810 of 
the National Electrical Code ANSI/NFPA 70, provides 
information with respect to proper grounding of the 
mast and supporting structure, grounding of the lead-in 
wire to an antenna discharge unit, size of grounding 
conductors, location of antenna discharge unit, 
connection to grounding electrodes, and requirements 
for the grounding electrode. See Figure. 


EXAMPLE OF ANTENNA GROUNDING AS PER NATIONAL 
ELECTRICAL CODE 


GROUND 
CLAMPS | °- 


ANTENNA 
DISCHARGE UNIT 


ELECTRIC | (NEC SECTION 810-20} 


SERVICE 
EQUIPMENT --- = GROUNDING CONDUCTORS 
ae pais, SECTION 810-24) 


“ 


GROUND CLAMP 


veut “"~ POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 
{NEC ART 250, PART H) 


NEG - NATIONAL ELECTRICAL CODE 


fren. 


18.Power lines — An outside antenna system should not be 


19 


20. 


21. 


22. 


located in the vicinity of overhead power lines or other electric 
light or power circuits, or where ft can fall into such power lines 
or circuits. When installing an outside antenna system, extreme 
care should be taken to keep from touching such power lines 
or circuits as contact with them might be fatal. 


.AC outlets — Do not connect other audio equipment 
with a power consumption larger than that specified to 
the AC outlet on the rear panel. Never connect other 
electrical appliances, such as an iron or toaster, to It to 
prevent fire or electric shock. 


Overloading — Do not overload wall outlets, extension cords, 
or integral convenience receptacles as this can result in a risk 
of fire or electric shock. 


Attachment - Do not use attachments not recommended by 
the appliance manufacturer as they may cause hazards. 


Replacement parts — When replacement parts are required, 
be sure the service technician has used replacement parts 
specified by the manufacturer or have the same characteristics 
as the original parts. Unauthorized substitutions may result in 
fire, electric shock, or other hazards. 


23. Safety check — Upon completion of any service or repairs to 


this appliance, ask the service technician to perform safety 
checks to determine that the appliance is in proper operating 
condition. 


Notes: 


1. 
2. 


3. 


Item 3 is not required except for groundee or polarized equipment. 
liem 17 and 18 are not required except for units provided with antenna 
terminals. 

Item 17 complies with UL in the U.S.A. 


Make connection as shown below. When connecting the related system components, refer also to the instruction manuals of 
the related componenis. 
Do not plug in the power lead until all connections are completed. 
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To wall 
AC outlet 


Connection of speakers 
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SPEAKER SYSTEM B (2) Insert cord. 


— 


Turntable 


:3) Release lever. 


CD player 


Tape deck 


Speaker IMPEDANCE SELECTOR CAUTION: During operation of the speaker IMPEDANCE SELECTOR, set the POWER switch 
to OFF. 


Set the IMPEDANCE SELECTOR switch on the rear panel according to the rated impedance of the speakers used. 


Speaker impedance Selector position 


ERNE 
Aor B speakers 40 - 6 


—- 
LESS THAN 12 8208 MORE 


IMPEDANCE 
SELECTOR 


A or B speakers 8 -— 160 
A and B speakers 8 — 160 


a 
LESS THAN 622 80108 MGRE 


e It is not possible to use botn A and B speaker systems if speakers have impedances fram 4 chms to 6 ohms. 


1. Connect all cords firmly. {f connections are loose, there could be loss of sound or noise produced. 
2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 
coo? connection cords without removal of the power cord can cause malfunctions or damage to the unit. 
3. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 
4. insert the system control plugs completely into the jacks. 
5, if the system control cards or audio cords are not connected properly, the remote control or automatic operation between system 
camponents will not work properly. : 


Connection method to each antenna terminal 


@ While pressing @) Insert cord. @® Release lever. 
leuer (holding it). 


ConnectionofAMantenna .. .—s—‘“(CtsssistsStS 


AM loop antenna connection AM outdoor antenna connection 

The supplied antenna is for indoor use. Place it as far as possible lf the reception is poor when the AM loop antenna is used, dis- 
from the main system, TV set, speaker cords and power cord, and tribute a vinyl-coated wire of more than 6 meters outdoors, with- 
sat it to a direction which provides the best reception. out disconnecting the loop antenna. 


Outdoor antenna 


FM 3002 


FM 300Q 


Loop antenna 


Connection of FM antenna 


FM indoor antenna connection Connection of FM outdoor antenna 


The supplied antenna is fer indoor use. For stable reception, re- Lead the 75 2 coaxial cable connected to the FM outdoor antenna 
move the indoor antenna after installing an outdoor antenna as into the room and connect it to the FM 75 © terminal. 


soon as possibie. 


FM 300%2 


FM indoor antenna 
. Ay 
: ; fonzse __ 


J pedibed 


FM 30022 Coaxial cable 


FHL foi [aM 


ANTENNA 


Tuning mode indicator 
Broadcast band 


TUNED indicator 
TAPE indicator 


indicators 


Frequency display, 
input display, 


MEMORY 
preset channel display 


Reception mode 
indicator 


indicator 


AM : FM STEREO RECEIVER KA A060 


LOUDNESS 


© 
9 10 11 12 13 14 
le 
@TONE control knobs @ VOLUME CONTROL knob 
@Numeric keys © POWER switch 
AUTO key (DPHONES jack 
Press to select the auto tuning mode. Used for headphone listening. 
@}MEMORY key (DSPEAKERS A/B switch 
Press to preset a station in the memory. Press to select the A and/or B speaker sys- 
@TUNING keys tems. 
Press to tune broadcast stations. @INPUT SELECTOR keys 
(DIRECT key Turn to select the input sources. 
Press for direct station tuning based cn nu- (PLOUDNESS switch 
merical input. 
@P.CALL key 


Press to enhance low frequencies. 
(BALANCE control knob 
Press to recall a preset station. 


Turn to adjust the volume balance between 
left and right. 


Plavinig Mmusié 


exh} OFF 


2. Select the SPEAKERS switch setting. 


& SPEAKERS B 


O oO 


4 Play the selected source. 


ESSE SER RE 


VOLUME CONTROL 
1q 1418 16 yy 


To increase 
volume 


errr erent Perr ere ree Cette Perret ere er eee ee eer eer eee ree) 


A, B OFF 
Sound is not output from the speakers. Use this setting for lis- 
tening through headphones, etc. 

A ON 
Sound is autput from the speakers connected to the SPEAKERS 
A terminals on the rear panel. 

BON 
Sound is output from the speakers connected to the SPEAKERS 
B terminals on the rear panel. 

A, B ON 
Sound is output from the speakers connected to the SPEAKERS 
A and B terminals on the rear panel. 


Peete rer ee rT ererererirrer eset rrr rerrer titel eeririir trite e eet tee eee 


@ The selected input source is held in memory for about 3 days even 
after the power cord is unplugged from the mains cutlet. 


orrrrrererr rr ererr TC rrrer rT errrerrrrrrrrr rere rrT Tie eerrrerrerrrresee tie ser tere erie eres 


errr errr errr errr er terre reer err Teter errr si etree Tere rere cee ce eee cer, 


e The sound of the input source cannot be reproduced if the TAPE 
key is ON (the TAPE indicator is blinking.) 


| 
10 | 


BASS TREBLE 
£ FLAT 2 FLAT 
* 4 4 a 
8 6 s & 
a * t i 
1a T+ W ee 


To adjustlaw To adjust high 
frequencies frequencies 


Adjusting the left/right sound balance 


L Ey 
To decrease the To decrease the 
right sound left sound 


= YN ae naman cermerenn sor saides 


Using the LOUDNESS switch 
When listening at a low volume, the loudness function allows to 
compensate the low frequencies which human ears have difficulty 
in hearing at a low volume. 


To cancel the loudness function 
Press the switch again. 


se 


oo Torr Ce 
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Samm REED Bhat iw eee ee op ORR 


To listen through headphones 


@ Set both of the SPEAKERS switches 
to OFF. 


a 


@ Plug headphones. 


To increase \,’ 


volume ee : ; 
Main unit 


_fecording: | 


To record a music source 


@) Select the source to be recorded. 


a 


Select other input source than TAPE. 


@ Put the cassette deck in record- | 
pause mode. 


(3) Play the source and start recording. 


mum roadcast receptid] 


2 Select the tuning method. 


AYTO MEMORY DIRECT P.CALL 


a 


To increase frequency 


YO UTUNING A 


tC 


To decrease 
frequency 


Fach press switches the turning method as follows: 
Ee AUTO lit {auto tuning) 
@ AUTO not lit (manual turning} 


} 


e Usually, set the switch to AUTO (aute tuning). 


Select manual tuning when noise interferes dus to weak radio wave. (The 
stereo broadcasting is received in monaural during manual tuning.) 


Cee ee Tre EET Te TEETER M EEE TTT UT ET TAHT E PTT TAP TTT Les tee eT 


Frequency display 
“TUNED” lights up when a 
station is turned, 


ee 


te (TUNED |{ AUTO_] 


Auto tuning: The next station found is tuned automatically. 
Manual tuning: Press repeatedly or hold until a station is tuned. 


2 Specify the frequency. 
Press the DIRECT key. 


AUTO MEMORY DIRECT P.CALL 


a 


Enter the frequency of the desired 


station. 


Press the numeric keys according to the frequency to be tunéd as 
shown below. 


For U.S.A. and Mexico modeis 


AM 810 kHz ........... 8, 1 

AM 1260 kHz .......... 1,2,6 

FM 90 MH#Z......e, 9,0,0 

FM 102.5 MHz ...,... 1,0,2,5 
For Australia models 

AM 810 kHz .......0.. 8,1,06 

AM 1260 KHz... 1,2, 6,0 

FM 90 MHz... 9,0,0,0 

FM 102.5 MHz ........ 1,0,2,5,0 


Frequency display 


Cro AU 


MHz STEREO 


fF) 90 Fl 
ie. 


e If you commit a mistake, repeat step 2 again. 


“TUNED” lights when a station is tuned. 


Renee eee eee ee  —————————————————————————————————————— 
i 


Preparation 


Fa @® Tune the station ta be stored in 


_ Storing radio stations in memory (Station preset). 


AUTO MEMORY DIRECT F.CALL 


7 Press the MEMORY key during receiving a station. Lights up (for 5 sec.) 


Peer esac ee Steer Creer Ceaser ee rer rT Taree etree rr rre rere eee eee eer reese rere) 


ons Proceed to step 2 within 5 sec! 
(li more than 5 sec, have elapsed, press the MEMORY key again.) 
e Up to 10 stations can be preset for each broadcast band. 


2 Select one of the preset numbers from 1 ta 18. | e Repeat steps 7 and 2 for each of the stations to be stered in 
1 Zz a a $ 6 t a memory. 


e |f a station is stored in a preset number which already stores a sta- 
tion memory under it, the previous memory is replaced by the new 


coke ae, ; memory content. 
en : e Once the memory content has been preset, it is held for about 3 


days even after the power cord is unplugged from the mains outlet. 


eer REE RE CFI EE EEE IEEE CEES FEF TREES ERR EPTH Cra ana ertT r Aaa CRAP NAEP SERS FR AEERES TREE oH oP 


Press the preset number of the desired station. 
(@ Select the broadcast band. 


e Preset stations are received in the following order. 
In FM band : (FM 1)1-32...9-310—+ (FM 2}1-42...9-410— (FM 1)1.... 
In AM band : (AM)1-92.,..9-31031-52.... 
e To stop preset call operation, press the P,CALL key again. The pre- 
@) Press the P.CALL key. set station receives when the key is pressed will continue to be 


AUTO MEMORY DIRECT  P.CALL a received. 


= 


Amplifier 


e Connect them properly referring to “Sys- 
tem connection”. + {P.5) 

e Adjust the volume to a proper level. + [P:9) 

@ Set the speaker switch(es) to ON. 


Sound is not output. e The speaker cords are disconnected. 


@ [The VOLUME is set to the minimum position. 
@ The speakers switches are set to OFF. 


Connect it properly referring “System con- 
nection”. 
e Adjust the Left/Right balance. 


Soundis not output from one of the speak- 
ers. 


e The speaker cord is disconnected. 


# The BALANCE control is set to an extreme 
position. 


@ Insert the audio cord plugs securely into 
the PHONO jacks. 

e Connect the grounding wire to the GND 

terminal on the rear panel. 


@ The audio cord from the turntable is not in- 
serted securely into the PHONO jacks. 
@ The turntable is not grounded. 


A hum noise is generated when PHONO 
input selector key is pressed. 


Tuner 


Radio stations cannot be received. @ No antenna is connected. e Connect an antenna, 
® The broadcast band is not set properly. # Set the broadcast band properly. 
e The frequency of the desired station is not | @e Tune the frequency of the desired station. 


tuned + (P. 13] 


P. 12; 
ae 


Interference. e Noise due to ignition noise of an automobile, | @ Install the outdoor antenna apart from the 
road. 
e Noise due to an influence from an electric | @ Turn off the power of the appliance. 
appliance. 
# Noise due to a nearby TV set. @ Install the system more apari from the TV set. 


A station which was preset cannot be re- | » The preset station belongs to a frequency | # Preset a station with a raceivable fre- 
ceived by pressing the corresponding nu- that cannot be received. quency, 
meric key. ® The preset memory was cleared because the | e Preset the station again. 

power card had been unplugged far a long 

period of time. 


Speaker protection circuitry 
lf the speaker cords are short-circuited, the speaker protection circuitry is activated and the sound is muted. If this occurs, switch the POWER 


key to OFF, remove the short-circuit from the speaker cords, and switch the POWER key to ON again. Narmal operation will resume. 


1. This system is microprocessor-controlled, so malfunction may occur due to external noise or interference noise. In such a case, 
unpiug the power cord, plug it and turn power on again. 
2.Do not use contact cleaners because it could cause a malfunticon. Be specially careful against contact cleaners containing oil, for they 
may deform the plastic components. 


16 U.S.A., Mexico and Canada 


Audio section 


Rated power output 


50 watts per channel minimum RMS, both channels 
driven at 3 Q, from 30 Hz to 20,000 Hz with no more 


than 0.09% total harmonic distortions. (FTC) 


Total harmonic distortion (1 kHz, 8 Q)......... 0.03% at 25 W 
Signal to noise ratio (IHF A) 

PHONO (MIM) .....csccccccscsssresersssseerssees 76 dB (6 mV input) 

CD; TAPE, VIDEO cise: ceneseststspiotsncanpetuaetentencetesmatance 100 dB 
Input sensitivity / impedance 

PHONO (MIM) qe ccecssssssscsssarersneresenssneerenseseees 2.5 mV / 47 kQ 

CD, TAPE; VIDEO sscccccsecccteiiescvieceeecentis 200 mV / 47 kQ 
Tone controls 
BASS ccecptencincatscens ota eee Sete cet +10 dB (at 100 Hz) 
TREBLE scssissestieietvlicisvet oid ete eeeieee +10 dB (at 10 kHz) 
Loudness control at — 30 dB level ................ + 8 dB (100 Hz) 
FM Tuner section 
Tuning frequency range ...........s0cese ee 87.5 MHz ~ 108 MHz 
Usable sensitivity (IHF) ................. 13.2 dBf (1.2 nV at 75 Q) 
50 dB quieting sensitivity 

SER O fois ssececiweewerccccnsecnce ceases 41.2 dBf (32 wV at 75 QQ) 


Tatal harmonic distortion at 1 kHz 
WMIONG caiieniciit aise Se ec sen 06% 


PO aeiatorstacissiscctaivettsnasaiucs yautevashecuseeousee tesvewece os eecee 0.7% 
Signal to noise ratio at 65 dBf (IHF) 

WIN O iiisutedicousvictecneativameonsea eeasen ee asteicesaestccale eects 75 dB 

STEREO octtces iceraset i eieas ere dpe etaccneeeecreatrese 68 dB 
Selectivity (IHF £400 KHZ) .......ccccceseeeeeereseeererseeanevensens 50 dB 
Stereo separation (IHF at 1 KHZ) .............--...--------ereees 40 dB 
Frequency response ....... 30 Hz ~ 15 kHz, + 0.5 dB, - 3.0 dB 


AIM Tuner section 


Tuning frequency range .............000000 530 kHz ~ 1,700 kHz 
Usable sensitivity ......-..-.-:+::ccssesereiees 12 nV / (500 pV fm) 
Total harmonic CistOrtion ....c.ccccccsssssssssssesssenceeseeereeees 0.7 % 
Signal to NOISE PAatid ........ecssseeeeseercerreesereerererereneneeseees 48 dB 
SIG CEI CE oan ecetestccsteeni cence sstuea deer eeeatan cope eieeepeenceeeenies 30 dB 
General 
POWEr CONSUMPTION .........0..::00:ceeeeeeeeenenecesneaeeaearenseereareren T3A 
AC outlet 
SWITCHED acccteceieccticciaes 1: (200 W, 1.6 A max.) 
DIMENSIONS. ......-.ccscssseseseeseassesenerenerenes W: 440 mm (17-5/16") 
H: 133 mm _ (5-5/8") 


D: 284mm _ (13-1/8")} 
Weight (ret) sicieccciirseceisdiontcanecs Aecastieteeetrrte ewes 5.7 kg (20.9 Ib} 


ti-A3U0U 


Audio section 


Rated power output 

(EIAJ} 1 kHz, 10 % THD at 8 2200 60 W +60 W 
(IHF '66) from 30 Hz to 20 kHz, 

0.09% T.H.D., at 8 2 cine DD W +55 W 
Total harmonic distortion {1 kHz, 8 Q) 0.03% at 25 W 
Signal to noise ratio (IHF '66) 


PHONO (MM) ........::ssccccsrssereseserteerecnes 76 dB {6 mV input) 

CD; TAPE: VIBEO  o2icccssecdececeeceeie tu aceetiteniesesdeesirerads 100 dB 
Input sensitivity / impedance 

PHONO (MM) ...............:00:ccceseesererteerensenents 2.5 mV / 47 kQ 

CBD. TARE. WIDEO a cciticecsisstenitet i ticets 200 mV / 47kQ 
Tone controls 

BASS sence ivcessiartaceeesses invents +10 dB (at 100 Hz) 

TREBLE siiectiass ace neencaas £10 dB (at 10 kHz) 
Loudness control at - 30 dB level ..............-- + 8 dB (100 Hz) 
FM Tuner section 
Tuning frequency range ...csussscsessseeee 87.5 MHz ~ 108 MHz 
Usable sensitivity (IHF) ................. 13.2 dBf (1.2 pV at 75 Q) 
50 dB quieting sensitivity 

STEREO chet cee eececes 41.2 dBf (32 WV at 75 Q) 
Total harmonic distortion at 1 kHz 

A101 | Rene eptee Saceener ann cine ener aera or teen isee ne nrron een er eer 0.6 % 

STEREO cas sokcs tase canccdpecsettinieee anaeee eeeeeee 0.7 % 
Signal to noise ratio at 65 dBf (IHF) 

NWONMO seicicesuiietn einen Gio Bee oasis etintiwonseecenintiees 75 dB 

LO Bai 3 | a Gl eens a me trae nn one nee en heen ee en ae any re aeer rite nee 68 dB 
Selectivity (MHF + 400 KHZ) ........ccccecssecersssceeeeeesneertereneee 50 dB 
Stereo separation (IHF at 1 KHZ) ........c.cscsseeseseeseeeesees 40 dB 
Frequency response ....... 30 Hz ~ 15 kHz,,+ 0.5 dB, — 3.0 dB 


AM Tuner section 


Tuning frequency range .....s..cccusseceesaes 531 kHz ~ 1,602 kHz 
Usable Sensitivity .....cresecseeecsceesese 12 pV / (500 pV / m) 
Total harmonic distortion... ceeeeeeeesenrerseestereres 0.7 % 
Signal to NOISe ratio .........cccccsecsseeseeeeeeeeeeaeseeneresenseerees +48 dB 
SelGcti Vity sckixtiivieeee ieee ee 30 dB 
General 
POW CONSUMPTION .....0...:.2ccccscsenessanereereresenrensesseserseesene 120 W 
AC outlet 
SWITCHED ccssccesaies see itiiees ee 1: (200 W max.) 
ED UIVRERTAS 1 OTS cases pe ahs Rete hecawte ts sed eessdeveeeanenns W: 440 mm 
H: 133 mm 
D: 284 mm 
Weight (MOE) scsi ciscecns ceccciicesecsanssvacestavannevaerestessntecsieuan ass 5.7 kg 


